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HEAT SHIELD FAQ 
 
 
 
1. How many times can I reuse the Heat Shield? 
Up to 40 times  
 
2. What is the maximum heat that the Heat Shield can tolerate? 
Blocks direct heat up to 1093°C 
 
3. Does the heat Shield have an expiration date? 
The shelf life of the Heat Shield should be indefinite provided that the jar is maintained sealed and air tight. 
Once opened, it becomes a matter of reuse contamination and drying out.  
 
4. Is the Heat Shield environmentally friendly? 
There are no chemicals inside of the Heat Shield that pose an environmental risk, but local regulations may 
dictate certain disposal requirements. 
 
5. Does the Heat Shield have any certification such as ISO, or TUV/UL? 
We haven’t found a need as of yet for these types of certifications. We currently carry NSF, EPA, and Kosher. 
Links available upon request. 
 
The Heat Shield is not listed with NSF since there is a slim chance that the product itself has the ability to 
contact food. 
 
6. What is the recommended quantity of Heat Shield to use on a typical braze? 
There is really no good answer for this because welding techniques vary so much per technician. So, the 
variables we don’t know are the temp range they are heating the pipe to, the length of time they are welding, are 
they flushing with nitrogen, etc. We always tell our technicians that this putty is reusable, so use as much as you 
can during the welding process. 
 
7. What is the Heat Shield made of? 
 
Ingredient List RT400P 
 

Alumisilicate 70-90% Proprietary Blend 

Emulsifiers 5-10% Proprietary 

Water 5-10% 7732-18-5 
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